Amendments to the Claims : 

1. (Currently Amended) A child car seat comprising: 
a car seat body; 

a back portion having a bottom end rotatably connected to said car seat body; 

a moving mechanism such that said back portion is operable to rotate said back portion 
between a normal position and an impact position, wherein an angle between said back portion 
and a vertical plane is larger when said back portion is in said normal position than when said 
back portion is in said impact position; and 

a seat portion connected to said car seat body. 

2. (Currently Amended) The child car seat of claim 1. furthe r comprisin g wherein said 
moving mechanism includes a wedge operable to move along slide between a rear side of said 
back portion and said car seat body so as to increase and decrease a distance between said back 
portion and said car seat body to thereby rotate said back portion. 

3. (Currently Amended) The child car seat of claim 2, wherein said wedge is arranged 
between said car scat body and so as to slide along a longitudinal axis of said back portion. 

4. (Previously Presented) The child car seat of claim 2, further comprising an auxiliary 
plate attached to said car seat body, said wedge being arranged between said auxiliary plate and 
said back portion. 

5. (Previously Presented) The child car seat of claim 2, further comprising a belt for 
holding a child in said child car seat, said belt having a first end attached to said seat portion and 
having a second end attached to said wedge, said belt being arranged such that a force acting 
upon said belt from the child during impact moves said wedge along said rear side of said back 
portion so as to rotate said back portion. 
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6. (Previously Presented) The child car seat of claim 5, further comprising an auxiliary 
plate attached to said car seat body, said wedge being arranged between said auxiliary plate and 
said back portion. 

7. (Currently Amended) The child cai .mat of claim L farther comprising : A child car 
seat comprising: 

a car seat body; 

a back portion having a bottom end rotatablv connected to said car seat body; 
a seat portion connected to said car seat body; 
an auxiliary plate; 

a wedge arranged between said auxiliary plate and said back portion; 

a shaft attached to said car seat body, said bottom end of said back portion being pivotally 
connected to said shaft; and 

a belt having a first end connected to said seat portion and having a second end connected 
to said wedge , said wedge being operable to slide along said back portion so as to rotate said 
back portion between a normal position and an impact position, wherein an angle between said 
back portion and a vertical plane is larger when said back portion is in said normal position than 
when said back portion is in said impact position . 

8. (New) The child car seat of claim 7, wherein said wedge is arranged so as to slide 
along a longitudinal axis of said back portion. 

9. (New) The child car seat of claim 7, wherein said belt is shaped and arranged to hold 
a child in said child car seat, said belt being arranged such that a force acting upon said belt from 
the child during impact moves said wedge along said back portion so as to rotate said back 
portion. 
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10. (New) The child car seat of claim 7, wherein said wedge is arranged so as to contact 
both said auxiliary plate and said back portion. 

1 1 . (New) The child car seat of claim 4, wherein said wedge is arranged so as to contact 
both said auxiliary plate and said back portion. 

12. (New) The child car seat of claim 6, wherein said wedge is arranged so as to contact 
both said auxiliary plate and said back portion. 
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